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Certificate of Compliance
Certificate: 1278854 Master Contract: 176847

Project: 80196143 Date Issued: 2024-03-18

Issued to: Flowserve/PMV Automation AB
Korta Gatan 9
Solna, Stockholm County 171 54
Sweden

Attention: Mikael Ekman

The products listed below are eligible to bear the CSA Mark shown

PRODUCTS

C225802 PROCESS CONTROL EQUIPMENT - For Hazardous Locations

Class I, Division 1, Groups C and D; Class II, Division 1, Groups E, F and G; Class III, Division 1; Encl. 
Type 4X: 

Model D3E Series Electronic-Pneumatic Valve Positioner; input rated 10- 32V dc, 20 - 30mA (Voltage and 
current rating dependent on options used); Temp. Code T6 @ Max Ambient 65 Deg C; Temp. Code T5 @ Max 
Ambient 80 Deg C.  Minimum ambient temperature -40 Deg C, MWP  600kPa/87 psi for input air pressure into 
supply pressure port.  

Notes:  
1. The above models are permanently connected, Equipment Class I, Pollution Degree 2, Overvoltage Category 
II. 
2. Mode of operation: Continuous 
3. Environmental Conditions: Extended - 4.4°C to 93.3°C; Humidity: 80% to temperatures up to 31 ºC decreasing 
linearly to 50% rH at 40 ºC; /// max 80% rH, non-condensing
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(1) The transmitters shall only be supplied by Class 2 or limited energy source in accordance (SELV) 
with CSA/UL 61010-1-12 (powered by a secondary circuits only which are circuits which are 
separated from mains circuits by reinforced or double insulation.)  

APPLICABLE REQUIREMENTS

CSA C22.2 No. 94.2:20 (Third Edition) - Enclosures for electrical equipment, environmental considerations

CSA C22.2 No. 61010-1-12+Amd1:2018 - Safety requirements for electrical equipment for measurement, control, and laboratory use
- Part 1: General requirements

CSA C22.2 No. 30-M1986 (Third Edition)(R2016) - Explosion-Proof Enclosures for Use in Class I Hazardous Locations - General
Instruction No. 1: November 1986; General Instruction No. 2: November 1988

CSA C22.2 No. 25-1966(R2004) - Enclosures for Use in Class II Groups E, F, and G Hazardous Locations - General Instruction No
1
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Notes:

Products certified under Class(es) C225802 have been certified under CSA’s ISO/IEC 17065 accreditation
with the Standards Council of Canada (SCC). www.scc.ca 
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Supplement to Certificate of Compliance

Certificate: 1278854 Master Contract: 176847

The products listed, including the latest revision described below,
are eligible to be marked in accordance with the referenced Certificate.

Product Certification History

Project Date Description

80196143 2024-03-18 Update to Report 1278854 for non-conformance issues noted in FC# 233758, FIR dated Nov
13, 2023.

80067517 2021-09-27 Update to CSA report # 1278854 to introduce Viton and silicon seals and  add Profibus DP
and Wireless input signal / protocols.    Replace CSA C22.2 No. 142 with CAN/CSA C22.2
No. 61010-1-12 per  CSA Informs Hazardous Locations No. 25A. Replace CSA C22.2 No.
94- M91 with CAN/CSA C22.2 No. 94.2:20 per CSA Notice Enclosures No. 3.

80011256 2019-10-30 Evaluation of new flame arrestor used with valve positioner

0000700259072016-01-14 update report 1278854 to include the -40#C min

0002317509 2010-06-18 Update to Report 1278854 to include several drawing revision updates.

0002208387 2010-01-21 Update to Report 1278854 to include alternate stainless steel enclosure.

0002010838 2008-05-08 Update Rpt.1278854 to include CSA dhesive label material for marking  plate Zebra Z-
Extreme 4000 Silver

0001944668 2007-12-06 Revised Construction of DE3  Electro-pneumatic Positioner

0001367881 2002-12-17 Alternate construction and drawing updates

0001278854 2002-02-07 Original certification
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