
Certificate of Compliance
Certificate: 2247854 Master Contract: 176847

Project: 80219100 Date Issued: 2025-04-03

Issued to: Flowserve/PMV Automation
AB
Korta Gatan 9
Solna, Stockholm County 171
54
Sweden

Attention: Jonas Ferngren

Issued by: Daniel Ergezi
Daniel Ergezi, Certifier I

The products listed below are eligible to bear the CSA Mark shown

PRODUCTS

Class 2258 04 PROCESS CONTROL EQUIPMENT - Intrinsically Safe, Entity - For Hazardous Locations

Class I, Division 1, Groups A, B, C and D T*, Ex ia
Ex ia IIC T* Ga

Model(s)

PMV IP E5-IS

Intrinsically Safe when installed in accordance with drawing IP-653; Entity parameters, Ambient Temperature Range and Temperature
Code per the following table:
 

Temperature
Code
(T*)

Ambient
Temperature

Ii Ui Pi Ci Li
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T6 -55°C to +60°C 50mA 42.5V 531mW Negligible Negligible
T6 -55°C to +55°C 60mA 38.8V 582mW Negligible Negligible
T5 -55°C to +70°C 60mA 38.8V 582mW Negligible Negligible
T4 -55°C to +80°C 60mA 38.8V 582mW Negligible Negligible
T5 -55°C to +55°C 100mA 30V 750mW Negligible Negligible
T4 -55°C to +80°C 100mA 30V 750mW Negligible Negligible
T5 -55°C to +45°C 120mA 28V 840mW Negligible Negligible
T4 -55°C to +80°C 120mA 28V 840mW Negligible Negligible
T4 -55°C to +70°C 150mA 25.5V 956mW Negligible Negligible

 

Conditions of acceptability:

1. The I/P Converter must be installed in suitable enclosure where final inspection and approval is subject to inspection by the authority
having local jurisdiction and that the enclosure satisfies the following clauses:

 
a. Complies with the “electrostatic charge” requirements of standard 60079-0, clauses 7.4. and 7.5.

 
b. Provides a suitable degree of minimum IP20 protection according to clause 6.1 in standard 60079-11.
 
c. Does not contain by mass, more than 7.5% in total of magnesium, and titanium, zirconium according to clause 8.3 of standard

60079-0.
 
d. Shall withstand a dielectric strength test with 500V AC for 1 minute according to clause 6.3.13 in standard 60079-11.

 
e. Shall comply with clause 8.5 of 60079-0.

 
 
MARKINGS
 
The manufacturer is required to apply the following markings:

Products shall be marked with the markings specified by the particular product standard.
Products certified for Canada shall have all Caution and Warning markings in both English and French.

 
Additional bilingual markings not covered by the product standard(s) may be required by the Authorities Having Jurisdiction.  It is the
responsibility of the manufacturer to provide and apply these additional markings, where applicable, in accordance with the requirements of
those authorities.
 
The products listed are eligible to bear the CSA Mark, without any adjacent indicators, indicating that products have been manufactured to
the requirements of Canadian Standards.
 
 

Company name, tradename and/or Master Contract Number
CSA Monogram
Model designation
The designation “CSA 10CA2247854X”
Serial Number
Year of manufacture
The symbol “Exia”
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The words “Intrinsically Safe” and “Sécurité Intrinsèque”
Reference to the installation instructions
Hazardous locations designation
Temperature Code
Ambient temperature range
Entity parameters
The following Warnings:

“WARNING:  SUBSTITUTION OF COMPONENTS MAY IMPAIR INTRINSIC SAFETY” and the words
“Avertissement: La substitution de composants peut compromettre la securite Intriseque”

 
Method of marking
 
CSA Accepted adhesive type label, Zebra Z-Extreme 4000 Imprintable Silver Polyester 3 mil with thermal transfer printing using Zebra
ribbon and printer; CSA  file 97843. 
 
Acceptance:  previously evaluated in CSA Project 2010838.
 

 

APPLICABLE REQUIREMENTS

CSA C22.2 No. 60079-0:19 - Fourth Edition - Explosive atmospheres — Part 0: Equipment — General requirements

CAN/CSA C22.2 No. 60079-11:14 - Second Edition - Explosive atmospheres - Part 11: Equipment protection by intrinsic safety “i”

CAN/CSA C22.2 No. 61010-1-04 - Safety Requirements for Electrical Equipment for Measurement, Control, and Laboratory Use -
Part 1: General Requirements
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Notes:

Products certified under Class(es) C225804 have been certified under CSA’s ISO/IEC 17065 accreditation
with the Standards Council of Canada (SCC). www.scc.ca 
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Supplement to Certificate of Compliance

Certificate: 2247854 Master Contract: 176847

The products listed, including the latest revision described below,
are eligible to be marked in accordance with the referenced Certificate.

Product Certification History

Project Date Description

80219100 2025-04-03 Evaluation for update to CSA report 2247854 due to the applicable Hazloc Notice, Hazardous
Locations Products No. 23, for the standard CSA C22.2 No. 157-M1992

2392173 2011-02-25 Update to cover alternative encapsulant.

2247854 2010-02-16 Initial evaluation of E5-IS as Intrinsically Safe for Class I, Division 1, Groups A, B ,C and D
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