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1. Gauge ports

2. Gold plated spool valve

3. Simple calibration, external zero adjustment
4. Stainless cam

5. Simple cam locking

P5 Pneumatic Positioner

P5

Sturdy, robust simple design

Pilot valve with high gain

Large, bright position indicator at or Dome
Stainless steel cam

Threaded vent port

Easy to add on feedback unit or I/P converter
External zero adjustment

Gauge ports standard

Explosion proof /P module

Standard or If$ IfP converter module
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Technical data

Input signal
Linearity
Hysteresis
Repeatability

Gain factor at: 600 KPa/87 Psi

20 100 KPa/3 15 Psi (6 30 Psi option)

<0.5%*
<0.5%*
<0.5%*

High Performance Version
Min: 1000 KPa/KPa
Min: 66%/% ISA $75.13-1989

Max. air consumption at supply pressure:

0.2 MPa/29 Psi
0.4 MPa/58 Psi
0.6 MPa/87 Psi
0.8 MPa/116 Psi
1 MPa/145 Psi

6.1 nl/min (0.22 SCFM)
13.6 nl/min (0.48 SCFM)
22 nl/min (0.78 SCFM)
30.5 nl/min (1.08 SCFM)
39 nl/min (1.38 SCFM)

Min. air delivery at supply pressure:

0.2 MPa/29 Psi
0.4 MPa/58 Psi
0.6 MPa/87 Psi
0.8 MPa/116 Psi
1 MPa/145 Psi

Position sensivity
Supply pressure effect
Temperature range
Low temp option
Connector threads
Gauge threads
Weight

Housing

Surface treatment
Fasteners

Ingress protection

200 nl/min (6.9 SCFM)

370 nl/min (12.8 SCFM)

540 nl/min (18.8 SCFM)

710 nl/min (24.7 SCFM)

880 nl/min (30.6 SCFM)

None

Max. 1MPa/150 Psi
20 Cto +85 C/( 4 Fto +185 F)
40 Cto +85 C/( 40 F to +185 F)

1/4 NPT or G (BSP)

1/8 NPT or G (BSP)

1.1 kg/2.4 Ibs

Die cast aluminum

ED Epoxy paint, black

A2/A4 Stainless

IP 66/NEMA 4

Normal Gain Version
Min: 450 KPa/KPa
Min: 30%/%

2.7 nl/min (0.1 SCFM)
6.1 nl/min (0.21 SCFM)
9.9 nl/min (0.35 SCFM)
13.7 nl/min (0.48 SCFM)
17.5 nl/min (0.62 SCFM)

156 nl/min (5.5 SCFM)
288 nl/min (10.1 SCFM)
421 nl/min (14.8 SCFM)
553 nl/min (19.4 SCFM)
686 nl/min (24 SCFM)

ATEX 11 1 GD

* Percent of full scale



Modular

Simple to add on:
Feedback Unit F5
Dome Style Indicator
I/P Converter

Cams

flowserve.com

P5 Series Coding

Model no PP5XX  Single and (Double acting pneumatic)
PASXX  Single and (Double acting pneumatic, ATEX)
Spoolvalve HP High performance
LB Standard performance
Connection threads G 1/4 G air
N 1/4 NPT air, M20 x 1,5 electrical
Surface treatment U Epoxy, ED
M Tufram R66
Spindle 01 14 mm female
23 Rotary, Namur, VDI/VDE 3845
Cam K01 Linear 90 deg
K02 Linear 30/60 deg
Frontcover PV9 90 deg, 0-100% scale
PV6 60 deg, 0-100% scale
PV4 45 deg, 0-100% scale
PV3 30 deg, 0-100% scale
PVO Blank, no scale
Function D Direct
R Reverse
Indicator A Indicator
B Blind, No indicator
H Dome style, H5
Input signal 3 3-15 Psi (0,2-1 bar)
6 6-30 Psi (0,4-2 bar)
Seals/Temperature  Z Nitrile, NBR -20 to +85 deg C
Q Silicon, Q -40 to +85 deg C
B Gas sealed, w. Q Seals
[(TPIsI ] [T117 [Tk PN I1] [T
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Dimensions drawings (mm)

©8.5(3x)/.335
©7.2(2x)/.283
. 354/1394
= —
L
: o == "
g —
al g E,f i /J i
A &
dl g | \ P
2l 2| g N>
Rl 2 @i,,
: ©
39/1.535
50/1.97
64.3/2.531
76/2.992
90.5/3.563
179.5/7.067

P5

$o

@

45/1.772

@@

100/3.94

P5

5/2

24
20

zzzzzzzz

25

P5 with H5



S s
FLOWSERVE
N’

PMV Automation AB

Korta Gatan 9

SE-171 54 SOLNA

SWEDEN

Phone: +46 (0)8-555 106 00
E-mail: infopmv@ owserve.com

PMV USA

14219 Westfair West Drive
Houston, TX 77041, USA

Phone: +1 281 671 9209

Fax: +1 281 671 9268

E-mail: pmvsales@ owserve.com

Flowserve Flow Control

Burrell Road, Haywards Heath
West Sussex RH16 1TL

Phone: +44(0)1444 314400

E-mail: pmvuksales@ owserve.com

Flowserve Flow Control Benelux
Rechtzaad 17

4703 RC Roosendaal

THE NETHERLANDS

Phone: +31 (0) 30 6771946

Fax: +27 (0) 30 6772471

E-mail: fcbinfo@ owserve.com

Flowserve Flow Control GmbH
Rudolf-Plank Strasse 2
D-76275 Ettlingen

GERMANY

Phone: +49 (0) 7243 103 0
Fax: +49 (0) 7243 103 222
E-mail: argus@ owserve.com

p/n:FCDPMENBR0008-03

Flowserve S.p.a.
Via Prealpi, 30
Hazardous Locations @ IZ.&OL?;Z Cormano (Milano)
Phone: +39 (0) 2 663 251
ATEX € 111 GD Fax: +39 (0) 2 615 18 63
E-mail: infoitaly@ owserve.com

Flowserve Corporation

No. 35, Baiyu Road

Suzhou Industrial Park

Suzhou 215021, Jiangsu Province,
PRC

Phone: +86-512-6288-1688

Fax: +86-512-6288-8737

Flowserve (China)
585, Hanwei Plaza

FlowserveCorporationhasestablishedindustryleadershipinthedesignandmanufactureofitsproductsWhenproperlyselected, thisFlowserveproductisdesignedtoperformitsintendedfunctionsafely 7 Gu angha_u Road
© duringitsusefullife. However thepurchaseroruserofFlowserveproductsshouldk atFlowserveproductsmigh numerousapplicationsunderawidevarietyofindustrialservicecon- Beijing, China 100004
§ ditions.AlthoughFlowservecan(andoftendoes)providegeneralguidelines,itcannotprovidespeci  cdataandwarningsforallpossibleapplications.Thepurchaser/usermustthereforeassumetheultimate Phone: +86 10 6561 1900
< responsibilityforthepropersizingandselection,installation,operation, andmaintenanceofFlowserveproducts Thepurchaser/usershouldreadandunderstandthelnstallationandMaintenance (1&M)
£ instructions included with the product, and train its employees and contractors in the safe use of Flowserve products in connection with the speci ¢ application. Flowserve Pte Ltd
B . No. 12 Tuas Avenue 20
Q Whiletheinformationandspeci cationscontainedinthisliteraturearebelievedtobeaccurate, theyaresuppliedforinformativepurposesonlyandshouldnotbeconsideredcerti edorasaguaranteeof sin 638824
2 ; : : gapore
< satisfactoryresultsbyreliancethereon.Nothingcontainedhereinistobeconstruedasawarrantyorguarantee expressorimplied, regardinganymatterwithrespecttothisproduct. BecauseFlowserveis Phone: b
= continuallyimprovingandupgradingitsproductdesign,thespeci  cations,dimensionsandinformationcontainedhereinaresubjecttochangewithoutnotice.Shouldanyquestionariseconcerningthese one: +65 6879 8900
g provisions, the purchaser/user should contact Flowserve Corporation at any one of its worldwide operations oro  ces. Fax: +65 6862 4940
[~ * 2008 Flowserve Corporation, Irving, Texas, USA. Flowserve and PMV are registered trademarks of Flowserve Corporation. Flowserve do Brasil Ltda

Rua Tocantins, 128 - Bairro Nova Gerti
S2o Caetano do Sul,

S20 Paulo 09580-130 Brazil

Phone: +5511 4231 6300

Fax: +5511 4231 6329 - 423

www.pmv.nu
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